
Dry Hose Wet Hose Bypass Throttling 2-Stage Drain A3 Drain A1 Non return 

GV80 x

GV80-D x x

GV80-M x x

GV80-MD x x x

GV80PE x x

GV80PE-D x x x

GV80PE-M x x x

GV80PE-MD x x x x

GV80SE x x

GV80SE-D x x x

GV80SE-M x x x

GV80SE-MD x x x x

GV80-V3L-M x x

GVB80 x x

GVB80-D x x x

GVB80PE x x x x

GVB80PE-D x x x x

GVL80 x x x

GVL80-D x x x x

GVL80-M x x x x

GVL80-M-B x x

GVL80-MD x x x x x

GVL80PE x x x x

GVL80PE-D x x x x x

GVL80PE-M x x x x x

GVL80PE-MD x x x x x x

GVL80SE x x x x

GVL80SE-D x x x x x

GVL80SE-M x x x x x

GVL80SE-MD x x x x x x

GVLB80 x x x x

GVLB80-D x x x x x

GVLB80PE x x x x x

GVLB80PE-D x x x x x x

GVLB80SE x x x x

GVLB80SE-D x x x x x x

GL80 x

GL80-M x x

GL80-RK x x

GL80-RK-M x x x

GL80SE x x

GL80SE-M x x x

GL80SE-RK x x x

GL80SE-RKM x x x x

Configuration Wet / Dry Hose Valve GMVT 805


